Installation Instructions

Core 4” Round Double - Flangeless Trim - Plaster Mount
for CRAMD-RMDL, CRAMDW-RMDL and CRAMWW-RMDL

Cautions and Warnings Step B

Make electrical connections in junction box.

—— JUNCTION BOX
CONNECTOR, BY OTHERS

1. This product must be installed in accordance with the
applicable installation code by a licensed electrician familiar
with the construction and operation of the product and hazards
involved.

2. Power must be OFF when connecting the fixture. "hot
plugging" the light engine and driver will damage the LED
source.

3. The light engine is low voltage and is factory wired to the
driver DO NOT CONNECT LIGHT ENGINE TO MAINS AC
POWER.

4. LEDs should be protected from dust and debris during
during installation and maintenance.

5. Polarity is important. Black must be connected to black and
red connected to red.

) o Step C
6. Not designed for use as temporary lighting.

Cut (2) @5" [127 mm] cut-outs in ceiling as shown.
Step A

Mount housing to structure using included hanger bars. Mount /\
housing so that face of throat is 3/8" A.F.F. or from face of 8" 203 mm] O.C.
ceiling. / \ /

- @5" [127 mm]

BUTTERFLY BRACKET
HANGER BARS (2) SETS
> 4

Install ceiling ensuring the centers of the cut-outs align with
centers of housing throats.
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** | ED'S SHOULD BE PROTECTED FROM DUST AND DEBRIS DURING INSTALLATION AND MAINTENANCE
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Installation Instructions

Core 4” Round Double - Flangeless Trim - Plaster Mount
for CRAMD-RMDL, CRAMDW-RMDL and CRAMWW-RMDL

Install mud flanges by threading flanges clockwise into throats
until flanges are flush against ceiling. Install 3/4" long drywall
screws through coutnersink holes in mud flanges.

MUD FLANGE

3/4" LONG DRYWALL SCREW

After ceiling is finished, remove installed aperture plugs.

APERTURE PLUG

Step H

Push trim into opening until ball plungers catch the retainers.

Finish ceiling, including mudding or plastering mud flanges.
(Take care not to get paint or joint compound inside openings
of mud flanges.)

BALL PLUNGER
TRIM

Step |

Remove trims by pulling downward on trims until ball plungers

disengage from retainers.
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